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ZERTIFIKAT & CERTIFICATE ¢

Industrie Service

Dewsbury Road
Cleckheaton
West Yorkshire BD19 5BT
ENGLAND

With this certificate no. 06 11 9041 001, based on the corresponding inspection report, the
company is granted the right to label its products described in the following with the mark of
conformity of the certifying institution, shown below

The product meets the requirements of

- "TA Luft" the German Clean Air Requirements - (leak detection)
- "DVWE | TRwS (blow-out resistance)

The preduct is thus considered to be high-quality in accordance with the above mentioned
requirements. The precondition for this is the use of flange systems made of steel which achieve or
exceed the minimum stress-to-seal during installation and which are operated below the maximum
permissible temperature and the maximum permissible internal pressure. The parameters for this
(stress-to-seal, temperature and internal pressure) are given balow.

The basis of this approval is the test procedure of TUV Anlagen- und Umwelttechnik {TUV plant
and environmental technology) and VDI (Association of German Engineers) 2440, here the
Movember 2000 version. This involves testing the performance of flange gaskets with regard to
their tightness and observance of specific leak rates in accordance with VDI 2440 [A = 10™ mbar x
If{s x m); o = 30 MPa; Ap = 1bar] and blow-out resistance or, in other words, extended testing of the
below mentioned operating conditions.

In addition to this, the gasket meets the requirements of the pressure equipment directive (FED)
guidelines 97/23/EG.

Product description:

“SIGMA 5007 flat gasket (identification colour blue) for static use, based on PTFE
(Palytetrafluorethylen) with fillers

gasket thickness, uncompressed: 2 mm
operaling pressure: max. 40 bar
operating temperature: max. 250 *C
stress-to-seal in the case of VDI 2440: 30 MPa
Mota:

The permissible internal pressure decreases as the nominal bore increases while the residual
stress-to-seal remalns unchanged. Additional pipe forces must not lead to an inadmissible reducing
of the stress on the gasket.

This certificate is valid until November 2008
Annual monitoring of production

Munich, 28. Movember 2006

TV SUD Industrie Service GmbH
Institute for
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ZERTIFIKAT & CERTIFICATE ¢

Industrie Service

Cr7
r‘/éﬂ
Dewsbury Road

Cleckheaton

West Yorkshire BD19 5BT
ENGLAND

Das Unternehmen erhalt mit dem Zertifikat Nr, 06 11 9041 001 entsprechend dem
dazugehtrenden Untersuchungsbericht das Recht, sein nachfolgend beschriebenes Produkt
mit dem abgebildeten Prifzeichen der Zertifizierungsstelle zu kennzeichnen.

Das Produkt erfiillt die Anforderungen der

+  TA-Luft (Leckagenachweis) und der
«  DVWHK ! TRwS (Ausblassicherheit).

Das Produkt ist somit als hochwertig im Sinne der oben genannten Vorgaben zu
betrachten.

Voraussetzung hierfur ist die Verwendung von Flanschsystemen aus Stahl, welche die
Mindestflichenpressung im Einbau erreichen oder Gberschreiten sowie unterhalb der maximal
zuldssigen Temperatur und des maximal zuldssigen Innendrucks betrieben werden. Die
Parameter hierzu (Flachenpressung, Temperatur und Innendruck) sind unten angegeben.

Grundlage des Zertifikats ist das Prifprogramm der TUV Anlagen- und Umwelttechnik bzw, die
VDI 2440 Ausgabe November 2000. Dieses beinhaltet den Eignungsnachweis von
Flanschdichtungen hinsichtlich Dichtheit und der Einhaltung der spezifischen Leckagerate nach
TA-Luft [ = 107" mbar x li{s x m); s = 30 MPa; Ap = 1bar] sowie der Ausblassicherheit bzw.
einer arweiterten Prifung der u.g. Betriebsbedingungen.

Dariiber hinaus erflllt die Dichtung die Anforderungen der Druckgerdterichtlinie 97/23/EG.

Produktbeschreibung:

Flachdichtung Typ SIGMA 500 Kennfarbe blau™ fir den statischen Einsatz, Basiswerkstoff
PTFE (Polytetrafluorathylen) mit Flllstoffen,

Dichtungsdicke, unverpresst:

2,0 mm

Betriebslberdruck: bis max. 40 bar
Betriebstemperatur bis max, 250 *C
Mindestflachenpressung im Einbauzustand: 30 Nfmm?
Anmerkungen:

Der zuldssige Innendruck reduziert sich mit steigender Nennweite bei gleicher
Restflachenpressung. Rohrzusatzkrafte dirfen zu keiner unzul@issigen Reduzierung der
Flachenpressung fihren,

Dieses Zertifilkat ist giltig bis Movember 2008
Die Fertigungstberwachung erfolgt jahrlich
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